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Manual for Operation 
 

 

Please read the complete 
“Manual for operation” carefully. 

 
1. Close the lower door and place the banding straps in the 

band holder. (Fig. 18) 
 

2. Fill with cardboard - paper - plastics etc. Turn the cardboard 
upside down to optimize the pressing effect. (Fig. 19) 

 
3. Close the upper door of the Waste Press, by pushing the 

handle forward. (Fig. 20) 
 

4. Pull the lever of the 3 Position Selector forward into the I 
(pressing) position. (Fig 21). 

 
 
 

 

Warning! 
Check all the waste to enter the press 
to ensure that it contains no undesired 

materials such as: Metallic material, wood, 
glass, spray-cans, gas bottles/containers or 
cans containing any type of fluid liquid etc. 



 

 Fig. 25   Fig. 28  

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 Fig. 26   Fig. 22  

Make sure to have a good grip on the lower 
door handle, due to the force from the material 
inside the machine. 

CRUSHING/SHEARING  
HAZARD  

DO NOT PAINT OVER THIS LABEL. REPLACE IF DAMAGED OR LOST. 

 Fig. 27  

 Fig. 24  

Fig. 23 



17 User Instruction / Model 2205 
 

Emptying the Waste Press 
 

1. When the red mark is visible in the bottom of the spring 
protector, the press is ready for emptying. (Fig. 22) 

 
2. Open the upper door and pull out the banding straps far 

enough to cover the pressed waste. Cut the banding to a 
suitable length so that they hang out between the doors. 
(Fig 23) 

 
Notice: It is important that you can see the red mark before 
opening the top door. The pressing plate needs to be in the top 
position before you can open the top door. 

 
3. Place the banding straps and close the upper door to start the 

pressing cycle. (Fig. 24) 
 

4. Pull the straps as much as possible by giving the straps a 
good tug, to make sure there is no slack when the pressing 
plate is activated. (Fig. 25) 

 
5. Open the bottom door when the red mark is visible in the 

bottom of the spring protector. (Fig.26) 
 

6. Make sure you have a good grip on the lower door handle 
before opening, in case of any excess pressure from the 
material inside the machine. (Fig. 27) 

 
7. Release the pressure from the door slowly and carefully, 

while at the same time stepping to the left hand side of the 
machine. The door will start to open once the closing device 
is between 90-100o. (Fig. 28) 

 
 
 

 

Warning! 
The lower door can spring open due to the 
force of the compacted material inside, so 
be careful when opening, - make sure 
you have a good grip on the lower door 

handle! 

CRUSHING/SHEARING  
HAZARD  

DO NOT PAINT OVER THIS LABEL. REPLACE IF DAMAGED OR LOST. 

Make sure to have a good grip on the lower 
door handle, due to the force from the material 
inside the machine. 



 

 Fig. 30   Fig. 32  

 Fig. 29  
 

 
 
 

 Fig. 31  
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Emptying the Waste Press 
 

8. Now tie the bale with the straps (Fig. 29). Tie a double knot, 
to ensure that the knot does not slide up when the pressing 
plate return to top position (Fig. 30) 

 
9. To return the pressing plate, so that the bale can be removed, 

push the lever of the 3 Position Selector backward into the 0 
position. (Fig. 31). 

 
When the pressing plate is in the top position, the upper door 
can be opened and the bale can be removed. 

10. You can now remove the bale. (Fig. 32) 

Notice: 
Place the banding in the right position before using the Waste 
Press again - please see transport and installation guide. 



 

Fig. 5 

 
 
 
 
 
 
 
 
 
 
 
 
 

CRUSHING/SHEARING 
HAZARD 

 

Follow lockout/tagout procedure before: 

ENTERING SERVICING REPAIRING 
ADJUSTING MAINTAINING 

Failure to comply will result in serious injury 

 
 
 
 
 
 
 

PRESSURIZED 
FLUID HAZARD 

 Fig. 34   Fig. 37  

 Fig. 35   Fig. 38  

 Fig. 33  
 
 

 
 
 
 
 
 

 
 

 Fig. 36  
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