Mil-tek USA - Service & Maintenance Guide

Scope of Work: How to... Miltek
Adjust the steel edging of a baler

Any material caught in between the
pressing plate and chamber must
only be removed from below.

Follow the Lockout/tagout procedure before
start maintenance.

If necessary, adjust steel edging on both sides once
a month:

Do not remove
CCCSs COVer except
for servicing;
follow lockout /
tagout procedures

Please follow below guidelines when warning signs
refers to lockout / tagout procedure

Disconnect air
supply before
servicing;
follow lockout /
taroul procedures

Close upper door and turn the door handle into
closed position

Disconnect the air supply by turning the lock-out
valve from open (Fig. 13) to lock position (Fig. 14)
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The baler is now disconnected from the power
source. The lock-out valve can be locked with a
padlock (Fig. 14) to ensure that the air cannot be
connected by mistake. The baler can now be
serviced without additional risk.

Option if auto drainer is mounted as accessories
Follow the lockout/tagout procedure as described
above.

Disconnect the air supply by pressing down the
red bottom (fig. 15).

The lock-out valve can be locked with a padlock
(Fig. 16) to ensure that the air cannot be
connected by mistake. The baler can now be
serviced without additional risk.

Make sure that the pressing plate is in top
position. Tilt the 3 position valve into lock
position.
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Locate the material on the sidewall obstructing the
plate from coming up/down freely.

Remove material by adjusting steel edging
on the sides of the pressing plate so they
are close to the chamber wall

Disconnect air
supply before
servicing;
follow lockout /
tagout procedures

Reconnect power source by removing the pad lock
from the Lock out valve by:

Turning handle valve to the OPEN position (Fig. 13
above) or

Pressing up the RED button (Fig. 15 above)

Lastly tilt the 3 position valve into Press
position.
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