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1. The tools are pretty simple, inexpensive and 

easy to carry.  You will need;´; 

 - 1 x Length of chain  

 - 1 x Metal Triangle  

 - 1 x U - Bolt 

 - 1 x Pliers 

 

All of the above is available from MT DK. 

Using the Mil-tek “Dog” to change the springs is of course the safest way of doing it, 

however there are times, for example, when height clearance is a problem and an alterna-

tive method is needed. 

2. Lower the Pressing Plate to approximately 

half way down and use the lock-down switch 

to lock the pressing plate in the down posi-

tion. Remove the bottom split pin from the 

spring protector. 

3. Push the inner spring protector up as far 

as possible and put the metal triangle into 

place as close to the top as possible. 

4. Release the lock-down switch. The spring 

will now become slack and can easily be re-

moved.  
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5. Place the hook bar or chain to the bottom 

of the spring and using the u-bolt connect the 

other end to the pressing plate. 

 

Now lower the pressing plate and lock into 

the down position to allow easy removal of 

the metal triangle. 

 

Release the pressing plate and remove the 

hook bar or chain from the spring. 

 

Remove the top split pin and lower the spring 

protector  to remove the old spring. 

6. Attach the new spring to the top spring 

holder and fix the outer spring protector in 

place using the split pin.  

7. First remember to put the inner spring pro-

tector in place, then lower the pressing plate 

and lock it in position half way down. Attach 

the bottom of the spring to the hook bar or 

chain , which is still attached to the pressing 

plate by the u-bolt.  
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8. Lower the pressing plate as far as it will go 

and lock it into position.  

 

Push the inner spring protector up as far as 

possible and put the metal triangle into posi-

tion, as close to the top as possible. 

9. Release the pressing plate, Remove the 

hook bar or chain, Remove the metal triangle 

and Remove the u-bolt. 

 

Connect the spring to the pressing plate.  

10. Secure the inner spring protector to the  

pressing plate using the split pin. 

 

Spring Change is Complete! 


