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Instructions & Mounting guides

Tap off the end of the coil.

The kit used to make the 
M4 tread for the bolt is 
called a V-Coil. 

See the next page for 
further information.

Mount the band holder using 
two M4x10BH screws (item 
#770002).
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Insert the tread coil in the 
treaded holes.
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Apply some strong Loctite to 
the tread coil.

Use a drill to create treads in 
the existing holes.
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Remove the band holder. 

Tap out the rivets.

Open the band holder to 
access to the rivet. 

Use a drill to remove the 
rivet heads.
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Technical Information - V-Coil Thread-Repair

Drilling
Clear the damaged thread with a Standard Drill. 
Up to M 12 (1/2") the KITS include the correct drill.
To repair a spark plug thread no pre-drilling is necessary if using the 
special Spark Plug Tap. Please pay attention that for Fluteless Taps 
bigger holes are required.

Check
Check that thread and pitch of the tap and the bolt match.

Tapping
Use the special V-COlL-Taps for cutting the
holding thread into the cleared hole.
It is recommended to use a suitable cutting oil.

Install the Insert
Place insert on Installation Tool and position the 
adjustable ring so that the insert tang is centred in 
the tang slot.
Wind the Insert in with a light downward pressure 
until a half turn below the surface. Don't work against 
thread direction as the tang could break.

(JS) Use Strong Loctite to secure the insert will stay in place!

Tang Removal
After finishing lift the Installation Tool and use the Tang Break Tool 
to remove the tang. For bigger sizes and Spark Plug Taps use Long 
Nose Pliers to remove the tang.
Due to the narrow and exact tolerances the new thread normally is 
stronger than the original one.

Application:

Thread Armour Plating. For material with low shear strenght eg. aluminum-alloys 
and magnesium alloys. Used in machine-building, electrical, automotive, medical 
and aerospace industries.
Thread Repair of damaged or worn-out threads. 
Recovery of rejected items.

 


