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Turn the compressor by switching the 
pressure switch to the OFF position 

 

 
 

Unplugged the compressor from the 
electrical power source 

 

   
 

Pull the safety valve to remove built up 
air pressure from the tank until reaching 

40-50 psi 

 

   
 

Take compressor outside and lay it 
down on its handle or tip it to a suitable 

position to rid of the water or 
condensation inside the tank 
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Stand clear or to the side of the air 
compressor and open slowly the drain 

valve at the bottom of the tank 

 

  
 

Bring Compressor back to an upright 
position, allowing the pressure with 

condesation to drain completely 

 

   
 

Once it stops draining, close the drain 
valve fully, bring back inside, reconnect 

to the power source 

 

 
 
 
 



Mil-tek USA – Instructions & Guides 
 

DRAINING THE TANK 

Last updated: April 15, 2022 Author: US Tech Dept. P a g e  | 3 
 

Mil-tek USA ▪ 10 Export Dr. ▪ Sterling, VA 20164 ▪ T. (877) 664-5835 ▪ F. (571) 267-7449 

miltek@miltekusa.com ▪ www.miltekusa.com 

© This document is property of Mil-tek USA and is only to be used for internal purposes within the worldwide Mil-tek organization  

and may NOT by any means be passed on to any third party. 

 

 

   
   

Set the pressure switch to the ON 
position and allow tank pressure to 

build. The motor will stop when tank 
pressure reaches ”cut-out” pressure 

 

   
 

If needed adjust air pressure regulator 
”knob” clockwise until you reached the 

desire pressure (125-145 psi) 

 

 
 

Reconnect the main air hose to the 
entry port on the air compressor 

 

125 psi 


