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 Rev.: Description: Date:  Int.:

C
Reinforced 6,0 mm. robe and robe pulley added
Reinforced Lifting fork added
The changes are from Serial No.: LT707-ST-3-3-2790

01-01-2020 PGR

B
Reinforced frame with new handle design
New winch with bent crank arm
The changes are from Serial No.: LT707-ST-3-2-2590

25-01-2019 PGR

A First check in 06-10-2017 AMI
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POS: QTY.: ITEM NO.: PART DESCRIPTION

1 1 221730 707-1-101 Chassis facelift

2 1 221702 707-1-003 Wheel brake

3 1 221707 707-1-102 Lifting fork

4 1 221747 707-1-004 Crank arm

5 1 221703 707-5-050 Lifting plate

6 1 221758 707-5-254 Robe for lifting fork 6 mm.

7 4 221731 707-5-160 Wheel shaft spacer

8 1 221704 707-5-051 Shaft for wire pulley

9 1 221755 707-5-252 Robe pulley for 6 mm. robe

10 4 221706 707-5-053 Lifting fork wheel

11 1 221748 707-5-055 Roller handle

12 2 221732 0012-5-010 Swivel castors 75x30

13 2 221733 0012-5-020 Wheel 250x50

14 1 221746 0013-1-003 Winch 501A

15 1 769998 002-214-08-012 Torx head BH. - M8x12

16 2 769999 002-214-08-016 Torx head BH. - M8x16

17 4 770059 001-104-06-016 Hex socket head UH. DIN 7991 - M6x16

18 8 770019 001-104-08-018 Hex socket head UH. DIN 7991 - M8x18

19 4 770017A2 001-104-08-045 Hex socket head UH. DIN 7991 - M8x45

20 2 770150 001-013-06-050 Hex head screw DIN 933 - M6x50

21 4 770200 001-013-10-020 Hex head screw DIN 933 - M10x20

22 1 770037 001-101-10-100 Hex socket head CH. DIN 912 - M10x100

23 4 770527 001-109-06-000 Hex nut DIN 934 - M6

24 1 770550 001-109-10-000 Hex nut DIN 934 - M10

25 2 770509 001-229-06-000 Acorn lock nut DIN 986 - M6

26 12 770521 001-179-08-000 Lock nut DIN 985 - M8

27 4 770522 001-179-10-000 Lock nut DIN 985 - M10

28 8 771000 001-820-06-000 Facet washer DIN 125 B - ø6,4x12x1,6

29 4 771001 001-820-08-000 Facet washer DIN 125 B - ø8,4x16x1,6

30 5 771022 001-820-10-000 Facet washer DIN 125 B - ø10,5x20x2

31 2 771013 001-877-08-000 Spring washer DIN 127 B - ø8,1x14,8x2

32 2 771003 001-826-08-000 Fender washer DIN 9021 A - ø8,4x24x2

33 2 770902 001-897-20-000 Circlip external DIN 471 - ø20x1,2

34 2 880153 002-104-18-003 Tube Insert - ø18,0   0,8-2,5

35 4 880154 002-107-25-050 Tube insert - 50x25   0,8-3

36 2 880167 002-108-30-030 Tube insert - 30x30   2,5-5

37 1 771170 002-111-08-000 Shackle DIN 82101 A-form - 0,25 (ø8 shaft)
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